Casavant Opus 1900 

Victoria Ave. United Church, Chatham, Ontario
History

· 1947: Installation of new 7 rank unit organ
· 1995: Peterson Orgaplex relay and Peterson chime action installed by Principal 
· 1995: Console pneumatics and reservoir releathered

· 1997: Unification of stops changed by Pole and Kingham
· 1997:  Dulciana rescaled as Fifteenth

· 2004: Zephyr ¾ HP blower installed

· 2009: Last service in the sanctuary due to structural problems [October, 2009]. Worship services now are held in another part of the church
Tonal Resources

· Bourdon 16-8, 44 pipes
· Diapason 8-4, 73 pipes  [1-12 open wood]
· Fifteenth 2, 61 pipes [rescaled Dulciana]
· Rohrflute 8-4-2 2/3-2, 85 pipes
· Gamba 8-4-2, 85 pipes
· Celeste 8, tc, 49 pipes
· Oboe 16-8, 73 pipes [full length]
· Chimes, Deagan Class “A” , 27 tubes, Peterson action
· Wind pressure = 4”
· All pipes are enclosed in a swell box; the case pipes are dummies
· The church seats 250 people, plus 50 in the balcony
· Electropneumatic action
Console
· 3 Swell thumb pistons, 3 Great and Pedal thumb pistons; hold and set
· Crescendo Pedal

· 12 step transposer
· 5 step chime volume

· Tilt tab stop controls 
· Console is winded for the piston action

· Oak shell, walnut interior
Specification
Swell

Diapason 8, Gamba 8-4, Rohrflute 8-4-2, Fifteenth 4-2, Celeste 8, Oboe 16-8-4, Tremulant

Great

Diapason 8-4, Gamba 8-2, Rohrflute 16-8-4-2 2/3, Fifteenth 2, Great Super, Chimes

Pedal

Bourdon 16-8, Diapason 8, Gamba 8, Oboe 16

Couplers

Swell to Great, Swell to Pedal, Great to Pedal

Casavant Opus 1900
Purchase and Removal

· The organ is available immediately

· If needed, removal and installation services are available from Pole and Kingham

· Removal is at buyer’s expense

· Price: $5,000.00 Canadian or US funds. Open to offers
Contacts and Further Information
· For further technical information, email Pole and Kingham at pandk@ciaccess.com
· To view and play the organ and to arrange purchase, contact the church office at  vicaveuc@netrover.com
Phone 519-354-7540

· The organ case requires a footprint of 9’ by 10’, and a height of 12’
· The blower and tremulant must be installed outside the case
